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New 6030 Tractors

Looking for a powerful workhorse  
to expand your operation’s horizons? 
Meet the all-new powerful and 
extremely versatile line-up of 6030 
Series tractors.
	 Two new higher horsepower mod-
els – the 140 hp 6830 and 155 hp 
6930 – deliver the muscle you need  
to tackle tough jobs in arable applica-
tions. Such as ploughing, discing,  
and hauling heavy loads with more 
efficiency.
	 Plus, the all-new cab features 
even more visibility and easier to 
operate controls, making loader work 
on your livestock operation easier 
than ever.

8 All-New Models* 
6130 – 83 hp 
6230 – 95 hp 
6330 – 105 hp 
6430 – 115 hp 
6530 – 120 hp 
6630 – 130 hp 
6830 – 140 hp 
6930 – 155 hp

* All models to 97/68 EC

Introducing a broader line-up of all-new 83 to 155 hp 6030 Series tractors

Broaden your Horizon

At A Glance –
• Broader line-up of tractor models

• Two all-new models made especially  
for arable operations

• Spacious, comfortable cab
• Efficient engine
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Introducing a broader line-up of all-new 83 to 155 hp 6030 Series tractors

Broader Visibility
The expansive front window and option-
al glass roof hatch give you an even 
broader view of the tasks at hand. 
Drawbar visibility is excellent, making  
it easy to hook up your biggest imple- 
ments.

Broader Comfort
This cab cradles you in comfort as you 
power through your tasks. Plus, an 
electrical left hand reverser makes  
loader work fast, easy and smooth.

Broader Line-up
The higher horsepower, combined  
with the proven features on new 6830 
(140 hp) and 6930 (155 hp) tractors, 
makes them ideal for arable operations.

Broaden your Horizon
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Broaden your horizons with unmatched visibility
Ease into the new spacious cab from 
either side and get prepared to 
expand your task list, working day 
and overall productivity.
	 Notice the clear visibility to the 
front, side, rear and even above (with 
the optional roof hatch with glass). 
See how the controls are logically 
placed, right at hand. And, they’re 
easy to use, making your work day 
even more enjoyable.
	 But it doesn’t stop there … Left 
and right hand doors, high capacity 
ventilation and the spacious interior 
are just a few of the extra attributes 
you’ll appreciate.
	 And after just minutes in the cab 
you’ll agree … the advantages have 
never been easier to see.

Cab/Comfort

At A Glance –
• Expanded visibility

• Easy to use controls
• Spacious, comfortable cab

For top pass-to-pass 
accuracy, invest in hands-

free AutoTrac Assisted 
Steering. Expand your 
investment in AutoTrac 
across additional platforms 

by using Universal AutoTrac 
on your 6030 Series tractor.

Instantly change direction with the electric 
left hand reverser, while you keep your right 
hand on the controls, making loader work and 
complex headland turns smoother and easier.

The tilt and telescopic steering column 
adjusts to fit you perfectly, always placing  
the instrumentation panel in clear view.

Optional Fieldoffice provides removable 
storage for pens, notes, manuals and other 
important documents.
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Broaden your horizons with unmatched visibility

Optional tiltable front windshield improves air 
flow throughout the cab.

The easy to read instrument cluster 
moves with the steering wheel for 
greater convenience.

The heating and cooling system is posi
tioned in the right hand console, giving you 
an unobstructed view out of the front wind-
shield while maintaining a comfortable  
environment with the increased cooling per-
formance of the air conditioning system.

The optional instruction seat folds up and out 
of the way when not in use.

Optional roof hatch with glass gives you even 
more visibility for those tight, low buildings, by 
making it easier to see loads that are normally out 
of your sight.
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     An even broader choice of power lets you tackle tough tasks with confidence
When you’re ready to start      
working, new PowerTech engines 
are ready to deliver. 
	 The new 2-valve high pressure 
common rail (HPCR) engine design 
delivers precise and accurate 
amounts of fuel to each electronically 
controlled fuel injector - regardless of 
engine speed – for amazing response 
and efficiency.
	 And the new dual-stage tempera-
ture cooling system and dual-stage 
charge air cooler delivers higher 
torque and more extra power keeping 
fuel consumption and maintenance 
costs low.

At A Glance –
• 4.5 L and 6.8 L PowerTech engines
• HPCR engine design for excellent 

performance
• Dual-stage charge air cooler and dual 

temperature cooling system

Engine Efficiency

New dual-temperature 
cooling system keeps 
engines running at 
peak performance and 
efficiency.

New high pressure common 
rail fuel injection system 
delivers unmatched fuel 
efficiency. Controlled, precise 
fuel injection delivers the right 
amount of fuel to each cylin-
der, right when you need it.

Power when you need it – extra power of up  
to 5%, plus 20% constant power. You’ll always 
have the power you need.

�New dual-stage charge air cooler with 
new twin coolant pass system provides 
accurate temperature control for 
performance and fuel efficiency.

The 2V-CR (two valves 
per cylinder and  
common rail fuel deliv-
ery) features excellent 
torque reserve – up to 
35% – to give you plenty 
of lugging ability.

Power core air filter 
with built-in pre cleaner 
removes over 93% of 
foreign material before it 
reaches the filter 
element.
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     An even broader choice of power lets you tackle tough tasks with confidence
6030 Series

PowerTech Engine

Up to 35% engine torque rise helps you 
pull through tough conditions.

Your toughest tasks – such as       
ploughing – are no challenge for the new, 
robust 140 hp 6830 and 155 hp 6930 
tractors.

Torque (Nm)
Power (kW)
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Harness the power with a broader range of transmissions
John Deere 6030 Series tractors  
feature seven different transmission 
options to help you make the most  
of your specific application. Simply 
choose the one best suited to your 
needs and operation:
	 SyncroPlus 12/4 transmission 
has 12 forward speeds and 4 reverse 
speeds. Ranges and speeds are fully 
synchronised, allowing you to shift 
on-the-go. First and reverse gears are 
positioned in-line for easy forward/ 
reverse shifting.
	 Optional Power Reverser 16/16 
has 16 forward and 16 reverse 
speeds, plus a left hand reverser for 
clutchless direction changes that 
speed up loader work.

Transmissions

At A Glance –
• Seven transmission choices matched  

to your specific requirements
• Comfortable, easy to use in-cab controls

An electric left hand reverser is standard 
on the Power Reverser 16/16 and 
PowerQuad transmissions. Simply select 
the direction with the easy-to-use lever.

SyncroPlus 12/4 Transmission

Power Reverser 16/16 Transmission
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D1	 D2	 D3	 D4

Harness the power with a broader range of transmissions

Optional 16/16 PowerQuad Plus 
Transmission offers four powershift-
able speeds in each of four fully  
synchronised ranges. All shifting 
between ranges can be done with the 
single lever range shuttle in combina-
tion with the clutch.

Optional 24/24 PowerQuad Plus 
Transmission with 40 km/h is avail
able on all models to provide you with 
more gears in the main working 
range, more flexibility.

Get smooth gear changes, even under 
load, thanks to SoftShift. The advanced 
John Deere engine/transmission team 
integrates the engine in shifting opera-
tions, briefly and automatically adjusting 
engine speed to create smooth shifts.  
It’s standard on both PowerQuad Plus 
transmissions for top comfort in all work-
ing conditions.

   PowerQuad Plus Transmission

= SOFTSHIFT
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Get a clearer, more expansive view of your task at hand
When it comes to loader work in the 
confined areas around your livestock 
operation – like barns – turn to an all-
new 6030 Series tractor. With 
improved visibility out of the front 
window and through the roof on these 
new tractors, you won’t find a clearer 
view of your task at hand.
	 Controls such as the integrated 
left hand reverser offer convenience 
and comfort. Pressure compensated 
hydraulics with load sensing or 
optional pressure and flow compen-
sated hydraulics on the 6830 and 
6930 make cycle times faster.     
	 But moving material isn’t the only 
task these robust tractors 
were designed to do …
They’re also perfect for 
mowing, baling, spread-
ing manure and all the 
other tasks around your 
livestock operation.

The reliable, self-adjusting 
PermaClutch 2 main drive 
clutch features large diameter discs 
to provide ample surface area to transfer 
power effectively. Cooled and filtered oil 
services the clutch after each engage-
ment to help prevent heat build-up. You 
get long lasting performance and smooth 
modulated engagements.

Livestock operations

At A Glance –
• Integrated left hand reverser and  
great visibility make loader work  

faster and easier
• Full-frame, long life design concept 

ensures years of service

The optional hatch with glass and 
sliding sun shade makes it easier to 
see and place loads normally out of 
your sight. 
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Get a clearer, more expansive view of your task at hand

An even clearer view. The heating 
and cooling climate controls are close 
at hand in the right hand console,  
giving you an unobstructed view out of 
the front window.

The optional joystick provides con-
venient operation, plus unrestricted 
movement in the cab. In combination 
with PowerQuad Plus transmissions 
you will find speed buttons on top of 
the joystick for easy up or down shifts. 
An auxiliary hydraulic function switch 
on the front of the joystick makes it 
easier for you to operate attachments 
such as a grapple or silage cutter.

Make fast, smooth and easy  
direction changes with the electric 
left hand power reverser while you 
keep your right hand on the controls.

The full-length frame takes on load stresses, even 
when the bucket is filled unevenly, to reduce 

stress and twisting forces on the engine and 
drive train components. The engine is 

independent from the frame with 
rubber isomounts.
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Broaden your working day and chore list
Whether you’re tilling, discing, seed-
ing your field or hauling in your final 
load of grain, the new 6030 Series 
tractors help you broaden your hori-
zons and stay one step ahead.
     The new 140 hp 6830 and 155 hp 
6930 are made to work on your large 
livestock or arable operation. They’re 
equipped with innovative hitches that 
use linear rockshaft control and hitch 
dampening to smooth out rough 
transport. Optional electronic hitch 
sensing* and a conveniently located 
remote on the fender make implement 
hook-up easy. And drawbar visibility 
is excellent too, making it even easier 
to hook-up your biggest implements.
	 Plus, the in-cab PTO speed 
change system makes it easier to 
move between implements.

*Standard in UK and Ireland

Arable Operations

At A Glance –
• Two new higher horsepower models

• Excellent drawbar visibility
• In cab PTO speed change makes 

implement changes easy
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Broaden your working day and chore list

The position of the SCV’s gives you 
a clear view from the cab to the 
drawbar. That’s a real advantage when 
you’re hooking up your biggest imple-
ments.

As versatile as you need. The unique 
three in-one hitch rail lets you use a 
variety of connections, from ball, 
wagon to piton. *A pick-up hitch is also 
avilable no matter what system you 
use, these tractors can accommodate.

*Standard equipment in UK and Ireland

Powerful lift capacity and high  
flow rates. The pressure compensated 
load sensing hydraulics feature up to  
65 l/min and up to four SCV’s for 
hydraulic power. Optionally on the 
6830 and 6930 you can choose a 
pressure-and-flow compensated  
system with up to 110 l/min.

Simple speed change – A reversible  
6 and 21 spline stubshaft on the 
540/1000 or 540/540E/1000 PTO 
options gives you added implement 
versatility.

0714134_6030_Traktor.indd   13 25.10.2007   10:30:25 Uhr



14

Servicing is now easier than ever. 
The tilt hood on new 6030 Series 
tractors features two positions for 
easy engine, radiator and component 
access. A strong gas strut holds the 
single-piece hood securely in place  
at approximately 45 degrees. Or, you 
can override the strut and position  
the hood vertically, for maximum 
clearance.
	 Easy access to filters and service 
points helps ensure that critical  
maintenance tasks are accomplished  
without difficulty. Plus, the engine oil 
change interval is 500 hours, saving 
you time and money. And of course, 
major components such as brakes 
and clutches require little or no  
maintenance. They’re built to provide 
excellent service throughout the  
normal life of the tractor.

Spend less time servicing
Service/Support

At A Glance –
• Tilt hood for easy access to major 

service points
• Engine oil change interval of 500 hours

• No maintenance of certain major 
components

Easy to service. With multiple service 
free components and easy daily service 
points, the chances are you’ll never need 
more extensive care.
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Spend less time servicing
Specifications

		   6130 	  6230  	  6330  	  6430  	  6530  	  6630  	  6830  	  6930  
ENGINE PERFORMANCE 
Stage III certified acc. 97/68/EC							     
	 Power (97/68/EC) at rated speed (w/o fan)	 61 kW (83 hp)	 70 kW (95 hp)	 77 kW (105 hp)	 85 kW (115 hp)	 88 kW (120 hp)	 95.5 kW (130 hp)	 103 kW (140 hp)	 114 kW (155 hp)
	 Max. Power (97/68/EC)	 64 kW (87 hp)	 73.5 kW (100 hp)	 81 kW (110 hp)	 89 kW (121 hp)	 92.5 kW (126 hp)	 100.5 kW (137 hp)	 108 kW (147 hp)	 120 kW (163 hp)
	 Power (ECE-R24) at rated speed (with fan)	 59 kW (80 hp)	 67 kW (91 hp)	 73.5 kW (100 hp)	 82 kW (111 hp)	 85 kW (115 hp)	 92.5 kW (126 hp)	 99 kW (135 hp)	 110 kW (150 hp)
	 Max. Power (ECE-R24)	 62 kW (84 hp)	 70.5 kW (96 hp)	 77 kW (105 hp)	 86 kW (117 hp)	 89 kW (121 hp)	 97 kW (132 hp)	 104 kW (141 hp)	 116 kW (158 hp)
	 Cylinders/Turbo/Charge Air Cooler/Displacement 	 4/T/X/4530 ccm	 4/T/X/4530 ccm	 4/T/X/4530 ccm	 4/T/X/4530 ccm	 6/T/X/6780 ccm	 6/T/X/6780 ccm	 6/T/X/6780 ccm	 6/T/X/6780 ccm
	 Rated Speed	2 300 rpm	2 300 rpm	2 300 rpm	2 300 rpm	2 300 rpm	2 300 rpm	2 100 rpm	2 100 rpm
	 Max. Power at engine speed	2 100 rpm	2 100 rpm	2 100 rpm	2 100 rpm	2 100 rpm	2 100 rpm 	 1900 rpm	 1900 rpm
	 Engine Speed at max. Torque	 1600 rpm	 1600 rpm	 1600 rpm	 1600 rpm	 1600 rpm	 1600 rpm 	 1500 rpm	 1500 rpm
	 Constant power range	 460 rpm	 460 rpm	 460 rpm	 460 rpm	 460 rpm	 460 rpm 	 420 rpm	 420 rpm
	 Torque Reserve	 34%	 33%	 34%	 33%	 34%	 33%	 34%	 34%
	 Fuel injection system	 .............................................................................................................................................................................Full authority electronic engine management.....................................................................................................................................................................................
	 Type of injection	 ....................................................................................................................................................................................2 Valve High Pressure Common Rail............................................................................................................................................................................................
	 Cooling	 ........................................................................................................................................................................................... Dual Temperature Cooling....................................................................................................................................................................................................
	 Fan	 .................................................................................................................................................................................... Temperature controlled viscous fan.............................................................................................................................................................................................
	 Air cleaner	 ..............................................................................................................................................................................................PowerCore precleaning......................................................................................................................................................................................................
	 Clutch 	 ........................................................................................................................................................................Oil cooled, PermaClutch 2, 225 mm diameter discs................................................................................................................................................................................
TRANSMISSION
	 SyncroPlus 								      
	 12/4; 2.5 – 30 km//h	 •	 •	 •	 •	 •	 •	 –	 –
	 PowerReverser	 ....................................................................................................Electrical Left Hand PowerReverser with neutral position; F/R Ratio 1:1.......................................................................................... 	 –	 –	
	 16/16; 1.9 – 30 km/h or 2.5 – 40 km/h 	 •	 •	 •	 •	 •	 •	 –	 –
	 PowerQuad Plus	 .................................................................................4 powershiftable gears; Electrical Left Hand PowerReverser with neutral position; F/R Ratio 1:1....................................................................... 	 –	 –	
	 16/16; 2.5 – 30 km/h  	 •	 •	 •	 •	 •	 •	 –	 –
	 16/16; 3.1 – 40 km/h	 •	 •	 •	 •	 –	 –	 –	 –
	2 0/20; 2.5 – 40 km/h	 –	 –	 –	 –	 –	 –	 •	 •
	2 4/24; 1.6 – 40 km/h	 •	 •	 •	 •	 •	 •	 –	 –
	 Additional 12/12 Creeper reduction 1:10	 ..................................................................................................................................................................... Option for PowerReverser and PowrQuad Transmission..............................................................................................................................................................................
PTO – REAR 
	 PTO Clutch	 ...................................................................................................................................................................Electro-hydraulically operated oil cooled multi-disc clutch...........................................................................................................................................................................
	 540/540E/1000 Rear PTO at rated PTO speeds	2 143/1684/2208	2 143/1684/2208	2 143/1684/2208	2 143/1684/2208	2 143/1684/2208	2 143/1684/2208 	 1995/1743/1995	 1995/1743/1995
BRAKES
	 Foot brake	 ............................................................................................................................................................................Oil cooled discs, self equalizing, self adjusting....................................................................................................................................................................................
	 Parking lock	 ........................................................................................................................................................................................Transmission parking position.................................................................................................................................................................................................
	 4WD braking	 ......................................................................................................................................................................................... Automatic 4WD engagement..................................................................................................................................................................................................
AXLES
	2 WD version	 •	 •	 •	 •	 •	 –	 –	 –
	 Engagement 4WD	 ...........................................................................................................................................................................Electro-hydraulically operated, oil cooled clutch...................................................................................................................................................................................
	 Engagement front differential lock	 ...................................................................................................................................................................................Automatic self locking under full load...........................................................................................................................................................................................
	 Engagement rear differential lock	 ........................................................................................................................................................................Electro-hydraulically operated, oil-cooled multi-disc................................................................................................................................................................................
	 Caster angle/turning radius w/o brakes 4WD	 12°/4440 mm	 12°/4440 mm	 12°/4500 mm	 12°/4500 mm	 12°/5100 mm	 12°/5100 mm	 12°/5200 mm	 12°/5200 mm
HYDRAULIC SYSTEM AND 3-POINT-HITCH
	 Type (base)	 ..........................................................................................................................................................Load sensing with constant flow pump (PC = pressure compensated)..................................................................................................................................................................
	 Type (option)	 –	 –	 –		  –	 –	 –	 Pressure and flow compensated (PFC)	
	 Pump capacity/maximum pressure with PC	 ......................................................................................................................... 54 or 63 or 81 Liter/min with 200 bar (PC).................................................................................................................	 81 Litre/min with 200 bar (PC)	
	 Pump capacity/maximum pressure with PFC	 –	 –	 –		  –	 –	 –	 110 Litre /min with 200 bar (PFC)	
	 Category	 II opt. II/IIIN	 II opt. II/IIIN	 II opt. II/IIIN		  II opt. II/IIIN	 II opt. II/IIIN	 II opt. II/IIIN	  II/IIIN		   II/IIIN
	 Sensing type	 ................................................................................................................................................................................................Electronic lower link........................................................................................................................................................................................................
	 Sensing modes	 ................................................................................................................................................................................. Load & depth control, infinite mix, float..........................................................................................................................................................................................
	 Control modes	 .............................................................................................................................................Height limiter, working depth, rate of drop, quick raise, quick pull-in; Hitch dampening.....................................................................................................................................................
	 Max. lift capacity base/optional	 39.9 kN/51.0 kN	 45.9 kN/51.0 kN	 45.9 kN/51.0 kN	 51.0 kN/59.0 kN	 51.0 kN/59.0 kN	 51.0 kN/66.2 kN	 74.4kN/84.0kN	 74.4kN/84.0kN
CAPACITY
	 Fuel Tank base/optional	 165 Litre/185 Litre	 165 Litre/185 Litre	 165 Litre/185 Litre	 165 Litre/185 Litre	2 07 Litre/250 Litre	2 07 Litre/250 Litre	2 50 Litre/325 Litre	2 50 Litre/325 Litre
	 Alternator/Battery	 90 A/110 Ah opt. 120 A/154 Ah	 90 A/110 Ah opt. 120 A/154 Ah	 90 A/110 Ah opt. 120 A/154 Ah	 90 A/110 Ah opt. 120 A/154 Ah	 90 A/110 Ah opt. 120 A/174 Ah	 90 A/154 Ah opt. 120 A/174 Ah	 90 A/154 Ah opt. 120 A/174 Ah	 90 A/154 Ah opt. 120 A/174 Ah
	 Hydraulic & Transmission oil/change intervall	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h	 50 Litre/1500 h
	 Engine Oil/change intervall	 16 Litre/500 h	 16 Litre/500 h	 16 Litre/500 h	 16 Litre/500 h	 19.5 Litre/500 h	 19.5 Litre/500 h	 19.5 Litre/500 h	 19.5 Litre/500 h
	 Engine Coolant/change intervall	2 4 Litre/3000 h	2 4 Litre/3000 h	2 4 Litre/3000 h	2 4 Litre/3000 h	2 8 Litre/3000 h	2 8 Litre/3000 h	2 8 Litre/3000 h	2 8 Litre/3000 h
CAB  
	 Specification	 ..................................................................................................................... Tiltable cab; 310° all-round vision; climate control, telescoping and tiltable steering column/wheel; opt. Field Office................................................................................................................................
	 Sound Reduction/Level 	 71 dB(A)	 71 dB(A) 	 71 dB(A) 	 71 dB(A) 	 70 dB(A) 	 70 dB(A)	 72 dB(A)	 72 dB(A)	
	 Display  	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel	 Tilt with steering wheel
DIMENSIONS AND WEIGHTS    
	 Wheelbase 	2 400 mm	2 400 mm	2 400 mm	2 400 mm	2 400 mm	2 650 mm	2 650 mm	2 650 mm	
	 Width x Height x Length 	22 75 x 2718 x 4289 mm  	22 75 x 2718 x 4289 mm	2  316 x 2743 x 4289 mm  	2  316 x 2743 x 4289 mm	2  316 x 2833 x 4728 mm  	2  316 x 2833 x 4728 mm	2 3 82 x 2923 x 4758 mm	2 3 82 x 2923 x 4758 mm  
	 With tyre size 	 14.9R24 and 16.9R38  	  14.9R24 and 16.9R38  	 16.9R24 and 18.4R38  	 16.9R24 and 18.4R38  	 420/70R28 and 18.4R38  	 420/70R28 and 18.4R38  	 16.9R28 and 20.8R38	 16.9R28 and 20.8R38
	 Minimum shipping weight 	 4640 kg	 4640 kg	 4745 kg	 4745 kg	 5165 kg	 5165 kg	 5635 kg	 5635 kg
	 Maximum Permissible Gross Weight at 40 km/h 	 7600 kg	 7600 kg	 8200 kg	 8200 kg	 8500 kg	 9500 kg	 10000 kg	 10500 kg
* Specifications and design subject to change without notice

0714134_6030_Traktor.indd   15 25.10.2007   10:30:39 Uhr




